
VESA  Mount (MIS-D 75mm / 100™  mm C - according VESA FDMI™)

The Cynap Pure Next Gen is designed to be mounted onto a standard VESA™ mount .

To remove the device, disconnect all cables and pull it straight up to lift it off the mount.

(□75mm / □100mm)
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1) Insert the supplied M3x10 screws into the designated threaded holes on the bottom plate of the Cynap system and tighten them as 
far as possible without obstructing mounting or removal.

2) Securely attach the interface plate to a mount. Alternatively, the interface plate can be mounted on a wall or similar surface such as 
the rear of a monitor. Use suitable screws and anchors as required.
Note the correct orientation of the plate, the article number must remain readable. 

3) Attach the Cynap system onto the mounted interface plate until it is securely seated.
4) Establish the cable connections.

.

part no. description qty.
118133 VESA Mount Plate 1

118241 M3x10 screw with flange 4

- Screw 4

- Anchor when needed 4

Please note:
Consider heat output!
Keep surounding area clear for fresh air ventilation.
Cooling fins must always be oriented vertically.
Metal cabinets will decrease the possible range of wireless 
devices!
To select the screws, note the max. useable depth of thread.
Select anchors and screws depending on mounting surface.
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Use the holes to suit your mount or monitor.: □75mm / □100mm


